


door/Outdoor Mountable (IP69K)

Signed to withstand all the elements, including high-pressure washes
[ inclement weather encountered at the harshest and dirtiest sites.

Easy-to-Read Screen

High-contrast screen features text codes, faults and other data clearly in
any ambient light without distracting operators.

Real-Time System Reporting

Program and display a wide range of customizable functions — including
lubrication intervals, pressure limits, lubricant levels and more.

Smart Device and Mobile App

With the Auto Lube™ app, monitor lubrication
levels, configure settings, track history and share
important diagnostics.

Universal Compatibility

One controller for all your lubrication systems simplifies training
and inventory.

Quick Technical Information Access

Easily scan this QR code for access to manuals,
guides, video tutorials and more.

ive Current Protection

VDC, 10 amp continuous power supply protects grease pumps from
urrent and entire system from misfires, electrical shorts and surges.

)) Ordering Information

Technical Specifications

Inputs/Outputs 4/2 Controllers
Power Source 9-30VDC -
Part Number Description
Modes Press.ure / Cycle / Timer . 26A855 | GLC X controller with 20 ft (6 m) cable
Dimensions ﬁlshz )ln1 %é T]n;%gvgi];( (?esg in (169 mm) 26A814 GLC X controller
Operating Temperature Range | -22°F to 158°F (-30°C to 70°C) Accessories
Protection Grade IPEIK Part Number Description
Manual 3A7031 26A853 GLC X pump simulator
26A882 GLC X 20 ft (6 m) cable
26A883 GLC X to Compact Dyna-Star® 3 ft (1 m) cable
26A888 14-pin mating connector kit

e Heavy construction e Mining e Qther off-road mobile equipment

Robust and durable The GLC X controller is Bluetooth-
despite its small size, the n " enabled, so maintenance crews
new controller is built to ; L7 i and operators can quickly monitor
withstand the rigors of i 1 awide range of ubrication

any environment, from ; e metrics, including levels, pressure,

industrial plants to heavy- . configurations and more.
duty construction sites.




Productivity Leads to Profitability

Help your crews work faster and minimize downtime by simplifying their everyday lubrication tasks. Designed for today’s modern personal mobile
device user, the Auto Lube app is intuitive and easy to learn for users in the field. They can view historical performance charts, access support and

share information with a tap or swipe.

Configurations

Control Lubrication
Profile Configurations

o Customize profiles for equipment and end users

Ky Devices

Manage Devices

e (Connect via Bluetooth to get an instant status
e Review last-known state on any historical device

T77 id007

Communicate in Real Time

e See, control, check and clear alarms
e Complete a manual run
e Review and share system history

¢ Quickly and easily assign a Lube Profile
Configuration with a GLC X Controller
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Workers simply need to be within Bluetooth
range to perform maintenance tasks faster and
easier — directly from their mobile devices.

G)
Download the Graco Auto Lube app from Google Play or ‘
the App Store (i0S) and perform all controller functions from

the convenience of a smartphone or tablet.
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AMERICAS

MINNESOTA

Worldwide Headquarters
Graco Inc.

88-11th Avenue N.E.
Minneapolis, MN 55413

MAILING ADDRESS

P.0. Box 1441

Minneapolis, MN 55440-1441

Tel: 800-275-5574 Fax: 612-623-6777

EUROPE

BELGIUM

Graco BVBA

Industrieterrein-Oude Bunders
Slakweidestraat 31

B-3630 Maasmechelen,

Belgium

Tel: 32 89 770 700 Fax: 32 89 770 777

ASIA PACIFIC

AUSTRALIA

Graco Australia Pty Ltd.

Suite 17, 2 Enterprise Drive

Bundoora, Victoria 3083

Australia

Tel: 61 3 9468 8500 Fax: 61 3 9468 8599

CHINA
Graco Fluid Equipment (Shanghai) Co., Ltd.

Building 7, No.1-2

Wenshui Road 299,

Jing’an District

Shanghai 200436

P.R.China

Tel: 86 21 649 50088 Fax: 86 21 649 50077

INDIA

Graco Hong Kong Ltd.

India Liaison Office

Room 443, Level 4

Augusta Point, Golf Course Road

Gurgaon, Haryana, India 122001

Tel: 91 124 435 4208 Fax: 91 124 435 4001

JAPAN

Graco K.K.

1-27-12 Hayabuchi

Tsuzuki-ku

Yokohama City, Japan 2240025

Tel: 81 45 593 7300 Fax: 81 45 593 7301

KOREA

Graco Korea Inc.

Shinhan Bank Building

4th Floor #1599

Gwanyang-Dong, Dongan-Ku,

Anyang-si, Korea 431-060

Tel: 82 31 476 9400 Fax: 82 31 476 9801

©2019 Graco Inc. 352731 Rev. A 12/19 All other brand names or marks
are used for identification purposes and are trademarks of their respective
owners. All written and visual data contained in this document are based
on the latest product information available at the time of publication. Graco
reserves the right to make changes at any time without notice. For more
information on Graco's intellectual property, see www.graco.com/patent or
www.graco.com/trademarks.

Quality First

At Graco we pride ourselves on
providing best-in-class products.
Engineered solutions are manufactured
in our own facilities, with the highest
standards in the industry. We provide
you with world-class customer support
and expertise to help solve your
lubrication challenges.

Global Reach

Graco has facilities and distribution
partners across the globe to provide

you with the products and service you
need, where you live. Plus, Graco has
dedicated field experts in all areas of the
world to support the products we sell.

Product Capabilities
Graco has a broad range of products
to provide solutions that meet your
needs. Our products are engineered
and tested to perform in the harshest
environments so you can be certain
your equipment is protected and
working at peak performance.

®

Contact us today!

Call 800-533-9655 to speak with a Graco representative, '
or visit www.graco.com for more information. GRACO



HOLDFAST

FLUID POWER

Forrestfield Broome Naval Base
657 Dundas Road, 10/274 Port Drive 1/27 Dooley Street,
Forrestfield WA 6058 Broome WA 6725 Naval Base WA 6165
P: (08) 9359 1795 P: (08) 9192 6007 P: (08) 9410 0716
F: (08) 9359 1792 F: (08) 9192 6067 F: (08) 9410 1152
E: sales@holdfastaust.com.au E: salesnw@holdfastaust.com.au E: sales2@holdfastaust.com.au

1300 HOLDFAST





